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Guidelines

will assist you it using the rack foarrier system and will encourage safetsy.

Weitig other bratds will void ywour watrenty.

vehicle for service, and whenever clearance tmay be an issue.

speed to the conditions of the road and the load being cartied.
exceed theit cattying capacity.

Rewiew all instrctions carefully.

GOBI JEEP JK STEALTH SOFT TOP WIND DEFLECTOR
INSTALLATION INSTRUCTIONS

When using Load Carriers and Accessories, the user must understand the precautions. The points lsted below

# For quality fits and safty,; use only the recommended rack or accessory. Do not assume an accessory will fit,
alwrays check with dealer when obtaiting new accessoties. Use only approved accessories on load cartiers.

# DIiake sure all knohs, holts, screws, straps, and locks are firmly attached, tightened and locked before every trip.
Knohs, bolts, screws, straps, and locks must be periodically inspected for signs of wear, corrosion, and fatigue.
Check wour load at stops during the trip to insure contimied fastening seourity.

# Checklocal and state laws governing projection of objects beyound the width of a wehicle. Be aware of the
width and height of your cargo since low clearance branches, bridges, and parking garages can affect the load
&1 cargo will affect the vehicle's driving behavior. HNewer deive with any lock know, of rack in an open or
utlocked position.  Alllongloads such as, but not limited to sallboards, sutfhoards, kayaks, canoes, and
lumber must be tied down front and rear to the bumpers or tow hooks, of the vehicle.

# Femove yvour tack accessoties when they ate not it use, before intering car washes, priot to taking in your

+ Alllocks must be tumned and moved periodically to insure smooth operation. Use graphite or similar diy
lubticant to help this. Locks are designed to deter vandalism and theft. Remowe waluable gear if wour
vehicle iz unattended for an extended period. Place at least one key in the glove compartment.

® For saffety to yout vehicle atd rack systeny, obey all posted speed limdts and traffic cavtions. Adapt your

# Do not uze load carviers and accessoties for purposes other than those for which they wetre designed. Do not

# Consult with your dealer if wou have any questions regarding the operations and limits of thiz product.
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G OBI Intelligent Designe 2000 Coxp.
Denver, Colorado 80211
EALH3 www.COBIRACKS.com
GOBIJEEP JK STEALTH SOFT TOP WIND DEFLECTOR
INSTALLATION INSTRUCTIONS
Included in kit
Letter Description Location Quantity
A GOEI JEEP JK STEAITH SOFT TOP WIND DEFLECTOR Main box 1
WIND DEFLECTOR MOUNTING HARDWARE
CONTENTS: 3-Elack support brackets
R G- 1/4-20 x 3/4" Button head screws Bag #1 i
12- 1/4" Black nvlon washers
6 174" Nylock nints
1-2" x 30" Roll of clear leading edge wear tape
ot Stealth
B
Bag #1
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GENUINE ACCESSORIES

GOBI JEEP JK STEALTH SOFT TOP WIND DEFLECTOR
INSTALLATION INSTRUCTIONS

Fig. 1 Fig. 2 Fig. 3
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If vou have already installed the clear leading-edge wear tape to vour windshield as shown in the Gobi Jeep JL
roof rack or light bar instructions skip Figures 1. 2 and 3 and begin with Figure 4.

Remove a roll of clear protective film or clear leading-edge wear tape from vour hardware package. Clean
the windshield frame as shown i Fig. 1 with denatured alcohol  Peel off the protective backing on the clear
tape and apply over the windshield onto the windshield frame as shownm Fig. 2. Once you have adhered the
clear film onto the windshield frame cut the overage at both ends so that the tape starts and stops at
approximately the curvature of the windshield glass.

After removing the Gobi Stealth
wind deflector (A) from the
packaging. Face the Gobi logo
upwards onto a table as shown in
Fig. 4. Remove from hardware
Bag #1, 3 black "L" brackets (B)
and place the short end of the

"L" bracket to contact the wind

deflector as shown in Fig. 4 and
Fig. 5.
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GENUINE ACCESSORIES

GOBI JEEP JK STEALTH SOFT TOP WIND DEFLECTOR
INSTALLATION INSTRUCTIONS

Fig. 5

Remove from Bag #1, 3- 1/4-20 x
3/4" button head screws, 6- 1/4"
black nylon washers and 3- 1/4"
nylock nuts. Set and secure each
support bracket (B) 7/8" from the
top of wind deflector (A) as shown
inFig. 5. Usea 5/32" Allen
wrench and 7/16" box end wrench
to tighten in place.

| Eig. 6

~ {g] Place the wind deflector

. (A) as shown in Fig. 6

s | behind the Gobi light bar

= (C) with support brackets
B (B) facing upwards and

{ the top of the wind

| deflector directed rear of

| the vehicle.
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GOBI JEEP JK STEALTH SOFT TOP WIND DEFLECTOR
INSTALLATION INSTRUCTIONS

Fig. 7
i Slide wind deflector support
brackets (B) as shown in
Fig. 7 up onto the Gobi light
bar mounting plate (D) and
center the middle wind
deflector bracket (B) to the
smaller center slot on the
Gobi light bar mounting
plate (D) and hold in place.

Remove from Bag #1 three 1/4-20 x 3/4"
button head screws, six 1/4" black nvlon
washers and three 1/4" mvlock nuts.  Set the
center support bracket (B} so that its leading
edge is even with the forward facing edge of
the (obi light bar mounting plate (D) as
shown in Fig & and Fig 8a. Secure in place
only the center support bracket (B) at this
time using the supplied hardware.

Fig. 8a
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GOBI JEEP JK §

Fig. 9

GOBI JEEP JK STEALTH SOFT TOP WIND DEFLECTOR
INSTALLATION INSTRUCTIONS

Set the outer two support
brackets (B) approximately

1/8" back from the edge of

N the hght bar mounting plate

(D) as shown in Fig.9 and
1/5" ] sccure in place with supplied
hardware. Your wind

deflector 1s now ready to
handle high speed wind

deflection.

INSTALLATION COMPLETED

TEALTH SOFT TOP WIND DEFLECTOR
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