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GOBI JEEP JL & JL4E SKY ONE 4 DOOR ROOF RACK

SPECIFICATIONS

Teep IL £ door Sky One vehicle luggage roof rack with sun roof opening
451bs. (2041 Kg)

00" (220M)

34" (1.37TM)

Foof rack 3" {76.1mm)

Black BE-01 textured semi gloss Powder coat with

Gray epoxy anti-nust undercoat

16.5 =q ft. (1.51m2) (with sun roof opening)

Additional cargo space of 10.4 sgq ft. {97m2) can be added with
sun roof insert. Additional sun roof inserts available upon
request. Sun roof insert load limit 150 tbs. (68.04kg) evenly
spaced over entire insert suface

300ibs. {111.97kg) safe drving load limit evenly spread over enfire roof rack,
and 800 1bs. (326.87kg) static load limit evenly spread over entire roof rack

3/4" 28 zauge expanded metal welded at all rack contact points

1-1/4" (30.73mm) 14 gauge, 1.0" (25 4mm} 16 gauge welded tubular frame with

two 1-1/8" O adjustable cross bars (each cross bar safe driving load limit 1301bs. evenly

spread over entire cross bar, static load limit 30Mbs. evenly spread over entire cross bar)

1- Front light bar attached to base of OEM windshield frame.

Light bar supports front end of roof rack by means of four 3/8" camage serews.
Black powdet coated with gray epoxy anti-mist undercoat.

2-Bear 14" formed steel support towers black powder coated with gray

epoxy anti-nist undercoat attached to OEM under body.

2-FRear support bars attached to passenger and driver side support

towers and underside of roof rack.  Black powder coated with zray epoxy
anti-nust undercoat. NO DEILLING

4 Place front light bar tab for use with up to four 7" x 3" rectangular,

8" Found, 3.0" x 6" Oval or a single 5.0" x 32" LED {many other LED options available)
4 Place front light bar for use with up to four 3.0" x 6" LED

lights or one 3.0" x 32" LED light bar {many other LED options available)

2- independent rear light tabs for use with up to
30" x 6" LED lights (many other LED options available)
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	Gobi Jeep JL SKY ONE 4 door Gen 2 roof rack specifications

